
Developed for busy chefs, the CDN Rotating Display 
Thermocouple Thermometer (DTF572) is quick and 
precise. Using gyroscope technology, the backlit  
display automatically rotates 180° to orient for  
a comfortable read. With its 1.5 mm thin tip,  
large digital readout and automatic on and off, this 
NSF® Certified thermometer has rapid response for 
accurate temperature measurements in a wide range. 

FEATURES
• NSF® Certified
• 2-5 second response
• 1.5 mm thin tip
• 180° rotating display
• Field calibration
• Backlit extra-big digits in white
• Automatic on/off

SPECIFICATIONS
Measurement Range: -40 to +572°F/-40 to +300°C
Display Size: 1.85 W x 0.63 H (in)/ 

4.7 W x 1.6 H (cm)
Sensor Length: 4.5"/11.5 cm probe
Resolution: 0.1°F/0.1°C
Probe Type: Thermocouple Type K
Accuracy:  -40 to +392°F/-40 to +200°C:  

±0.7°F/±0.4°C; above 392°F/200°C: 
±1.8°F/±1°C

Power: Two AAA 1.5V IEC LR03 alkaline 
batteries, included

Weight: 4.0 oz / 113 g
UPC: 0 18436 00493 6
Other: • Food-safe ABS plastic with  

 BioCote® antimicrobial technology 
• 304 stainless steel probe 
• Auto-off after 3 minutes 
• Loop

AVAILABLE
Now shipping

Model: DTF572
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